
*Specifications may vary in different countries

THE ALL-NEW
JEEP WRANGLER

2-DOOR RUBICON



FROM ROCKS TO ROADS NOTHING COMPARES TO THE OPEN-AIR 

FREEDOM OF A JEEP® WRANGLER. TWO DOOR OR FOUR DOOR, 

EVERY WRANGLER DELIVERS STRONG DRIVETRAINS, INNOVATIVE 

ENGINEERING AND QUALITY COMPONENTS THAT UNDERPIN THIS 

ICON’S LEGENDARY HERITAGE.

MAKE EVERY

ADVENTURE

RUGGEDLY

CAPABLE

*Specifications may vary in different countries



S P E C I F I C A T I O N S
2025 Jeep®  Wrangler 2-Door Rubicon 
Specifications are based on the latest product information available at the time of publication. 
All dimensions are in (millimeters) unless otherwise noted.  
All dimensions measured at curb weight with standard tires and wheels. 

GENERAL INFORMATION 

Vehicle Type 4x4 SUV  

Assembly Plant Toledo Supplier Park, Toledo, Ohio 

 Construction Ladder-type frame, open steel and aluminum body

ENGINE: 2.0-LITER TURBO I-4

 Type and Description

 

I-4 16-valve with direct injection, turbo charging, with throttled, cooled exhaust gas recirculation

Description Adaptive electronic control or Electronic Range Select (ERS) driver-interactive manual control 
and electronically modulated torque converter clutch

Displacement (cu. in. / cc) (1995 cu. cm)  

TRANSFER CASE: NV241OR ROCK-TRAC

 

Type Part-time

Operating Modes 2WD High; 4WD High; Neutral; 4WD Low

Low Range Ratio 4.0:1

SUSPENSION

Front / Stabilizer bar / Shock type Solid axle, link coil, leading arms, track bar, coil springs, stabilizer bar /
Electronic sway-bar disconnect system — (Rubicon models) /
Rubicon: High-pressure gas-charged monotube shock absorbers

Rear / Shock type Solid axle, link coil, trailing arms, track bar, coil springs, stabilizer bar /
Rubicon: High-pressure gas-charged monotube shock absorbers

AXLES

 

Front / Differential type 3rd generation Dana axles / Tru-Lok electronic locking (Rubicon)

3rd generation Dana axles Dana 44 HD Full Float (Rubicon) / Tru-Lok electronic locking / 4.10Rear / Differential type / Axle ratios

STEERING

Type Electro-hydraulic power

10.0 (2-door)Turning diameter (m)

3.6Steering Turns (lock-to-lock)

TRANSMISSION: 850RE AUTOMATIC, EIGHT-SPEED OVERDRIVE

Power (SAE net) (hp)  270 hp at 5,250 rpm  

Torque (SAE net) (lb.-ft. / N•m) (400 N•m) at 3,000 rpm  

Max. Engine Speed (rpm) 5,800 rpm (electronically limited) 

 Fuel Tank Capacity (Litre)  66 L

 

 
DIMENSIONS AND CAPACITIES 

Wheelbase  (2,460) mm  

Track — Front / Rear (1,636) mm Rubicon / (1,636) mm Rubicon

 

Overall Length / Overall Width (4,237) mm / (1,877) mm 

Overall Height (1,868) mm — Rubicon

 
BRAKES  

Type  Power-assisted, anti-lock brake system 

Front / Rotor size and type / Caliper size and type (330 x 28) vented rotor / (51) twin-piston floating caliper

Rear / Rotor size and type / Caliper size and type  (342 x 14) solid rotor / (48) single-piston floating caliper 

WHEELS & TIRES

EXTERIOR COLORS

Availability Standard (Rubicon)

Type and material Machined cast aluminum with black pockets

Size 17 x 7.5 in.

255/75R17Size and type

BFGoodrich Mud-Terrain KM2Mfr. and model

 

 

Bright White
(Standard)

Anvil
(Option)

41
(Option)

Firecracker red
(Option)

Black
(Option)

Granite Crystal
(Option)

Hydro Blue
(Option)

Mojito
(Option)



JEEP INDONESIA

PT. Indomobil National Distributor

Indomobil Tower Lt. 14

Jl. MT. Haryono Kav. 11, Jakarta 13330Jeep is a registered trademark of FCA US LLC

J E E P - ID . C O M
24H Call Center:

14023 / 0817-24-1941 (WhatsApp Chat)

jeepofficial.idn

T H E R E ’ S  O N LY  O N E

PT Indomobil National Distributor reserves the right to make changes from time to time, without notice or obligation, in prices, specifications, technical information, accessories, colours, materials and 
to change or discontinue models. All vehicles, models, features, colours and/or accessories shown may not be available in Indonesia from time to time or at all. “Optional” may mean available as an 
option but only at an additional cost. Pictures in this brochure may differ from the look of products in Indonesian market. For the details of the vehicles, models, features, colours and/or accessories 
currently in Indonesia, please contact an Jeep Authorized Workshop. 

FACTORY WARRANTY
3 YEARS / 100,000KM*

FREE SERVICE & PART
1 YEAR / 10,000KM*

*Whichever occurs first.

(1) Driving style, road and traffic conditions, fitment of accessories, environmental influences and vehicle condition can lead to consumption figures which may differ from those calculated with these 
standards. (2) Apple CarPlay® requires an iPhone 5 or later version of iPhone, running iOS 7.1 or above. The function of Apple CarPlay® requires mobile data for full capability. Compatibility and 
performance can vary and change. (3) Android Auto™ requires an Android 5.0 or later version of Android, installed with the Android Auto™ Application. The function of Android Auto™ requires 
mobile data for full capability. Compatibility and performance can vary and change. (4) Android Auto™ and Apple Carplay® is available on, and compatible with, Uconnect® Systems installed in select 
Jeep vehicles. PT. Indomobil National Distributor is not responsible for the availablility, compatibility or use of applications, products and software supplied or supported by third parties. (5) Trailer 
tongue download subject to certain operating conditions. Please refer to Owner’s Manual for full details. (6) This vehicle is capable of crossing through water at a depth of 760mm (30 inches) at speeds 
no greater than 8km/h (5mph). Water ingestion can occur causing damage to your vehicle that may not be covered by the New Vehicle Warranty. (7) 3 years from the date of vehicle registration or 
100,000km (whichever comes first). (8) After your warranty period expires, scheduled maintenance services must be conducted through a Jeep Authorised Workshop at manufacturer specified intervals. 
(9) Maximum towing capacity is based on Aggregate Trailer Mass (ATM). Please follow towing information in the Owner Manual or consult your preferred Jeep Authorized Workshop for details.


